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1
METHODS AND SYSTEMS FOR UPDATING A
MAP IN RESPONSE TO SELECTION OF
CONTENT FOR DISPLAY ON THE MAP

TECHNICAL FIELD

The subject matter described herein relates generally to
avionics systems, and more particularly, embodiments of the
subject matter relate to avionics systems and related cockpit
displays adapted for automatically updating a navigational
map in response to a user selecting content for display.

BACKGROUND

Modern flight deck displays (or cockpit displays) for
vehicles (such as aircraft) display a considerable amount of
information, such as vehicle position, navigation and terrain
information. In the case of an aircraft, many modern displays
include a lateral view, generally known as a lateral map dis-
play, which is basically a top-down view of the flight plan that
may include, for example, a top-down view aircraft symbol,
terrain information, political boundaries, navigation aids and/
or waypoint symbols, line segments that interconnect the
waypoint symbols, and range rings.

Often, it may be desirable to view other flight-related infor-
mation in the lateral view, such as, for example, weather
information, air traffic information, terminal airspace, special
use airspace, instrument procedures, and the like. A user (e.g.,
a pilot and/or co-pilot) may select one or more of these addi-
tional categories of flight-related information for display on
the lateral view. However, depending on the current display
settings, the content associated with the selected categories
may lie outside the currently displayed area and/or appear
cropped, or in other cases, the content may be presented with
a size that is unintelligible and/or indistinguishable. In this
situation, in order to adequately view the displayed content, in
addition to selecting the information for display, the user must
also manually adjust the display settings for the lateral view in
order to view the information. For example, in some aircraft,
the pilot has a dedicated control element (e.g., a knob or
joystick) for manually adjusting the display. This undesirably
increases the workload on the pilot and/or co-pilot.

BRIEF SUMMARY

A method is provided for presenting information on a
display device associated with an aircraft. A method com-
prises displaying a navigational map in a viewing area on the
display device with initial display settings, identifying selec-
tion of a first category of information, and identifying content
associated with the first category resulting in a first set of
content. The method further comprises automatically updat-
ing display settings for the navigational map in response to
identifying selection of the first category, wherein the display
settings are updated based on the first set of content. The
method further comprises displaying the first set of content on
the navigational map based on the updated display settings.

In another embodiment, an apparatus is provided for a
display system onboard an aircraft. The display system com-
prises a display device configured to display a navigational
map in a viewing area with initial display settings and a user
interface configured to receive user input indicative of selec-
tion of a first category of information. The display system
further comprises a processing architecture coupled to the
user interface and the display device. The processing archi-
tecture is configured to identify selection of the first category
of information. In response to identifying selection of the first
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2

category of information, the processing architecture is con-
figured to identify content associated with the first category of
information resulting in identified content and automatically
update display settings for the navigational map based on the
identified content resulting in updated display settings. The
processing architecture is further configured to display the
navigational map on the display device based on the updated
display settings and display the identified content on the
navigational map.

This summary is provided to introduce a selection of con-
cepts in a simplified form that are further described below in
the detailed description. This summary is not intended to
identify key features or essential features of the claimed sub-
jectmatter, nor is it intended to be used as an aid in determin-
ing the scope of the claimed subject matter.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the subject matter will hereinafter be
described in conjunction with the following drawing figures,
wherein like numerals denote like elements, and

FIG. 1 is a block diagram of a display system suitable for
use in an aircraft in accordance with one embodiment;

FIG. 2 is a flow diagram of an exemplary information
display process suitable for use with the display system of
FIG. 1 in accordance with one embodiment;

FIG. 3 is a schematic view of an exemplary navigational
map suitable for use with the information display process of
FIG. 2 in accordance with one embodiment;

FIG. 4 is a schematic view of an exemplary navigational
map suitable for use with the information display process of
FIG. 2 showing the navigational map with display settings
based on selected content in accordance with one embodi-
ment;

FIG. 5 is a flow diagram of an exemplary display configu-
ration process suitable for use with the information display
process of FIG. 2 in accordance with one embodiment;

FIG. 6 is a schematic view of an exemplary navigational
map suitable for use with the information display process of
FIG. 2 showing the navigational map centered on the current
location of the aircraft with display settings based on selected
content in accordance with one embodiment; and

FIG. 7 is a schematic view of an exemplary navigational
map suitable for use with the information display process of
FIG. 2 showing the navigational map with display settings
based on selected content in accordance with one embodi-
ment.

DETAILED DESCRIPTION

The following detailed description is merely exemplary in
nature and is not intended to limit the subject matter of the
application and uses thereof. Furthermore, there is no inten-
tion to be bound by any theory presented in the preceding
background or the following detailed description.

Techniques and technologies may be described herein in
terms of functional and/or logical block components, and
with reference to symbolic representations of operations, pro-
cessing tasks, and functions that may be performed by various
computing components or devices. It should be appreciated
that the various block components shown in the figures may
be realized by any number of hardware, software, and/or
firmware components configured to perform the specified
functions. For example, an embodiment of a system or a
component may employ various integrated circuit compo-
nents, e.g., memory elements, digital signal processing ele-
ments, logic elements, look-up tables, or the like, which may
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carry out a variety of functions under the control of one or
more microprocessors or other control devices.

The following description refers to elements or nodes or
features being “coupled” together. As used herein, unless
expressly stated otherwise, “coupled” means that one ele-
ment/node/feature is directly or indirectly joined to (or
directly or indirectly communicates with) another element/
node/feature, and not necessarily mechanically. Thus,
although the drawings may depict one exemplary arrange-
ment of elements, additional intervening elements, devices,
features, or components may be present in an embodiment of
the depicted subject matter. In addition, certain terminology
may also be used in the following description for the purpose
of reference only, and thus are not intended to be limiting.

For the sake of brevity, conventional techniques related to
graphics and image processing, navigation, flight planning,
aircraft controls, and other functional aspects of the systems
(and the individual operating components of the systems)
may not be described in detail herein. Furthermore, the con-
necting lines shown in the various figures contained herein
are intended to represent exemplary functional relationships
and/or physical couplings between the various elements. It
should be noted that many alternative or additional functional
relationships or physical connections may be present in an
embodiment of the subject matter.

Technologies and concepts discussed herein relate to dis-
play systems adapted for displaying, on a display device
associated with an aircraft, a navigational map with display
settings that are automatically adjusted and/or updated in
response to a user selecting content for display on the navi-
gational map. The selected content is displayed on the navi-
gational map nearly instantaneously in response to the user
selecting the content for display. The updated display settings
for the navigational map are based on the selected content,
such that the selected content is displayed in the navigational
map with the appropriate range setting and center location. A
user can quickly and intuitively view and analyze the selected
content and ascertain the relative real-world positioning of
the aircraft with respect to the selected content, e.g., the
approach course, the airport, the terminal airspace, neighbor-
ing air traffic, weather conditions, and the like. The overall
workload on the user is reduced and the selected content is
presented in a manner that does not degrade situational
awareness and enables a user to focus on more significant
tasks, such as, for example, operating the aircraft, coordinat-
ing and/or communicating with air traffic control, and the
like.

FIG. 1 depicts an exemplary embodiment of a display
system 100, which may be located onboard an aircraft 120. In
an exemplary embodiment, the display system 100 includes,
without limitation, a display device 102, a navigation system
104, a communications system 106, a flight management
system 108 (FMS), an avionics system 118, a processing
architecture 112, and a graphics module 114. The display
system 100 may further include a user interface 110 for
enabling interactivity with the display system 100 and a data-
base 116 suitably configured to support operation of the dis-
play system 100, as described in greater detail below. It
should be understood that FIG. 1 is a simplified representa-
tion of a display system 100 for purposes of explanation and
ease of description, and FIG. 1 is not intended to limit the
application or scope of the subject matter in any way. In
practice, the display system 100 and/or aircraft 120 will
include numerous other devices and components for provid-
ing additional functions and features, as will be appreciated in
the art.
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In an exemplary embodiment, the display device 102 is
coupled to the graphics module 114. The graphics module
114 is coupled to the processing architecture 112, and the
processing architecture 112 and the graphics module 114 are
cooperatively configured to display, render, or otherwise con-
vey one or more graphical representations or images associ-
ated with operation of the aircraft 120 on the display device
102, as described in greater detail below. The processing
architecture 112 is coupled to the navigation system 104 for
obtaining real-time navigational data and/or information
regarding operation of the aircraft 120 to support operation of
the display system 100. In an exemplary embodiment, the
communications system 106 is coupled to the processing
architecture 112 and configured to support communications
to and/or from the aircraft 120, as will be appreciated in the art
and described in greater detail below. The processing archi-
tecture 112 is also coupled to the flight management system
108, which in turn, may also be coupled to the navigation
system 104 and the communications system 106 for provid-
ing real-time data and/or information regarding operation of
the aircraft 120 to the processing architecture 112 to support
operation of the aircraft 120, as will be appreciated in the art.
The avionics system 118 is coupled to the processing archi-
tecture 112, and the avionics system 118 provides flight-
related information to the processing architecture 112 which
may be displayed on the display device 102, as described in
greater detail below. In an exemplary embodiment, the user
interface 110 is coupled to the processing architecture 112,
and the user interface 110 and the processing architecture 112
are cooperatively configured to allow a user to interact with
the display device 102 and other elements of display system
100, as described in greater detail below.

In an exemplary embodiment, the display device 102 is
realized as an electronic display configured to graphically
display flight information or other data associated with opera-
tion of the aircraft 120 under control of the graphics module
114. In an exemplary embodiment, the display device 102 is
located within a cockpit of the aircraft 120. It will be appre-
ciated that although FIG. 1 shows a single display device 102,
in practice, additional display devices may be present
onboard the aircraft 120. In an exemplary embodiment, the
user interface 110 is also located within the cockpit of the
aircraft 120 and adapted to allow a user (e.g., pilot, co-pilot, or
crew member) to interact with the display system 100 and
enables a user to indicate, select, or otherwise manipulate
content displayed on the display device 102, as described in
greater detail below. In various embodiments, the user inter-
face 110 may be realized as a keypad, touchpad, keyboard,
mouse, touchscreen, joystick, microphone, or another suit-
able device adapted to receive input from a user. It should be
appreciated that although FIG. 1 shows the display device 102
and the user interface 110 as being located within the aircraft
120, in practice, the display device 102 and/or user interface
110 may be located outside the aircraft 120 (e.g., on the
ground as part of an air traffic control center or another
command center) and communicatively coupled to the
remaining elements of the display system 100 (e.g., via a data
link).

In an exemplary embodiment, the navigation system 104 is
configured to obtain one or more navigational parameters
associated with operation of the aircraft 120. The navigation
system 104 may be realized as a global positioning system
(GPS), inertial reference system (IRS), or a radio-based navi-
gation system (e.g., VHF omni-directional radio range (VOR)
or long range aid to navigation (LORAN)), and may include
one or more navigational radios or other sensors suitably
configured to support operation of the navigation system 104,
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as will be appreciated in the art. In an exemplary embodiment,
the navigation system 104 is capable of obtaining and/or
determining the instantaneous position of the aircraft 120,
that is, the current location of the aircraft 120 (e.g., the lati-
tude and longitude) and the altitude or above ground level for
the aircraft 120. In some embodiments, the navigation system
104 may also obtain and/or determine the heading of the
aircraft 120 (i.e., the direction the aircraft is traveling in
relative to some reference).

In an exemplary embodiment, the communications system
106 is suitably configured to support communications
between the aircraft 120 and another aircraft or ground loca-
tion (e.g., air traffic control). In this regard, the communica-
tions system 106 may be realized using a radio communica-
tion system or another suitable data link system. In an
exemplary embodiment, the flight management system 108
(or, alternatively, a flight management computer) is located
onboard the aircraft 120. Although FIG. 1 is a simplified
representation of display system 100, in practice, the flight
management system 108 may be coupled to one or more
additional modules or components as necessary to support
navigation, flight planning, and other aircraft control func-
tions in a conventional manner.

In accordance with one or more embodiments, the flight
management system 108 includes or otherwise accesses a
database that contains procedure information for a plurality
of airports. As used herein, procedure information should be
understood as a set of operating parameters or instructions
associated with a particular aircraft action (e.g., landing and/
or approach, take off and/or departure, taxiing) that may be
undertaken by the aircraft 120 at a particular airport. In this
regard, an airport should be understood as referring to a
location suitable for landing (or arrival) and/or takeoff (or
departure) of an aircraft, such as, for example, airports, run-
ways, landing strips, and other suitable landing and/or depar-
ture locations. In an exemplary embodiment, the flight man-
agement system 108 maintains the association of the
procedure information and the corresponding airport. In an
exemplary embodiment, the procedure information main-
tained by the flight management system 108 (e.g., in a data-
base) comprises instrument procedure information tradition-
ally displayed on a published chart (or approach plate) for the
airport, as will be appreciated in the art. In this regard, the
procedure information may comprise instrument approach
procedures, standard terminal arrival routes, instrument
departure procedures, standard instrument departure routes,
obstacle departure procedures, or other suitable instrument
procedure information. It should be appreciated that although
the subject matter may described herein in the context of an
instrument approach procedure for purposes of explanation,
the subject matter is not intended to be limited to an approach
procedure, and in practice, the subject matter may be imple-
mented for departures and other aircraft actions in a similar
manner as described below.

Each airport (or landing location) may have one or more
predefined approaches associated therewith, wherein each
approach may have instrument approach procedure informa-
tion associated therewith. For example, an airport may com-
prise a plurality of possible approaches depending on the
particular airport runway chosen for landing. In this regard,
the flight management system 108 maintains the association
of the instrument approach procedure information and the
corresponding approach for each airport or landing location.
In a similar manner, an airport (or departure location) may
have at least one departure route having instrument departure
procedure information associated therewith, as will be appre-
ciated in the art. In an exemplary embodiment, the flight
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6

management system 108, the processing architecture 112 and
the graphics module 114 are cooperatively configured to ren-
der and/or display instrument approach procedure informa-
tion for an identified approach (or instrument departure pro-
cedure information for an identified departure route) on the
display device 102, as described in greater detail below.

The processing architecture 112 generally represents the
hardware, software, and/or firmware components configured
to facilitate the display and/or rendering of instrument proce-
dure information on the display device 102 and perform addi-
tional tasks and/or functions described in greater detail below.
Depending on the embodiment, the processing architecture
112 may be implemented or realized with a general purpose
processor, a content addressable memory, a digital signal
processor, an application specific integrated circuit, a field
programmable gate array, any suitable programmable logic
device, discrete gate or transistor logic, discrete hardware
components, or any combination thereof, designed to per-
form the functions described herein. The processing architec-
ture 112 may also be implemented as a combination of com-
puting devices, e.g., a combination of a digital signal
processor and a microprocessor, a plurality of microproces-
sors, one or more microprocessors in conjunction with a
digital signal processor core, or any other such configuration.
In practice, the processing architecture 112 includes process-
ing logic that may be configured to carry out the functions,
techniques, and processing tasks associated with the opera-
tion of the display system 100, as described in greater detail
below. Furthermore, the steps of a method or algorithm
described in connection with the embodiments disclosed
herein may be embodied directly in hardware, in firmware, in
a software module executed by the processing architecture
112, or in any practical combination thereof.

The graphics module 114 generally represents the hard-
ware, software, and/or firmware components configured to
control the display and/or rendering of instrument procedure
information on the display device 102 and perform additional
tasks and/or functions described in greater detail below. In an
exemplary embodiment, the graphics module 114 accesses
one or more databases 116 suitably configured to support
operations of the graphics module 114, as described below. In
this regard, the database 116 may comprise a terrain database,
an obstacle database, a navigational database, a geopolitical
database, a terminal airspace database, a special use airspace
database, or other information for rendering and/or display-
ing content related to an instrument approach procedure on
the display device 102, as described below. It will be appre-
ciated that although FIG. 1 shows a single database 116 for
purposes of explanation and ease of description, in practice,
numerous databases will likely be present in a practical
embodiment of the display system 100.

The avionics system 118 represents an electronic system
onboard the aircraft 120 which obtains and/or provides real-
time flight-related information to the processing architecture
112 for display on the display device 102. Depending on the
embodiment, the avionics system 118 may be realized as a
weather system, an air traffic management system, a radar
system, a traffic avoidance system, or another suitable avion-
ics system known in the art. It will be appreciated that
although FIG. 1 shows a single avionics system 118 for pur-
poses of explanation and ease of description, in practice,
numerous avionics systems will likely be present onboard the
aircraft 120.

Referring now to FIG. 2, in an exemplary embodiment, a
display system 100 may be configured to perform an infor-
mation display process 200 and additional tasks, functions,
and operations described below. The various tasks may be
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performed by software, hardware, firmware, or any combina-
tion thereof. For illustrative purposes, the following descrip-
tion may refer to elements mentioned above in connection
with FIG. 1. In practice, the tasks, functions, and operations
may be performed by different elements of the described
system, such as the display device 102, the navigation system
104, the communications system 106, the flight management
system 108, the avionics system 118, the user interface 110,
the processing architecture 112, the graphics module 114
and/or the database 116. It should be appreciated that any
number of additional or alternative tasks may be included,
and may be incorporated into a more comprehensive proce-
dure or process having additional functionality not described
in detail herein.

Referring again to FIG. 2, and with continued reference to
FIG. 1, an information display process 200 may be performed
present flight-related information (e.g., instrument proce-
dures, weather, air traffic, airspace restrictions and/or desig-
nations) on a display device in order to enable a user, such as
a pilot or crew member, to quickly and easily review and/or
analyze the information without excessive user interaction
and/or manipulation in configuring the display. It should be
appreciated that although the information display process 200
is described in the context of particular categories or types of
information (e.g., instrument approach procedures) for pur-
poses of explanation, the information display process 200
may be implemented in conjunction with any suitable infor-
mation and/or content in a similar manner as described
herein.

In an exemplary embodiment, the information display pro-
cess 200 initializes by displaying a navigational map relating
to operation of an aircraft in a viewing area on a display
device associated with the aircraft (task 202). For example,
referring now to FIG. 3, and with continued reference to FI1G.
1and FIG. 2, the information display process 200 may display
and/or render a navigational map 300 associated with the
current (or instantaneous) location of an aircraft on a display
device in the aircraft. In this regard, the graphics module 114
may be configured to control the rendering of the navigational
map 300, which may be graphically displayed on the display
device 102. The information display process 200 may also be
configured to render a graphical representation of the aircraft
302 onthe map 300, which may be overlaid or rendered on top
of'abackground 304. In an exemplary embodiment, the back-
ground 304 comprises a graphical representation of the ter-
rain, topology, or other suitable items or points of interest
corresponding to (or within a given distance of) a location of
the aircraft 120, which may be maintained in a terrain data-
base, a navigational database, a geopolitical database, or
another suitable database. In an exemplary embodiment, the
map 300 is associated with the movement of the aircraft, and
the background 304 refreshes or updates as the aircraft trav-
els, such that the graphical representation of the aircraft 302 is
positioned over the terrain background 304 in a manner that
accurately reflects the current (e.g., instantaneous or substan-
tially real-time) real-world positioning of the aircraft 120
relative to the earth.

In an exemplary embodiment, the navigational map 300 is
displayed with initial display settings. The display settings
comprise one or more characteristics that control the manner
in which the aircraft 302 and/or terrain 304 initially appear on
the display device, such as, for example, an initial aspect
ratio, orientation, center location, and range setting. In this
regard, “initial,” “initial display settings,” and words of simi-
lar import should be understood as referring to display set-
tings for the navigational map prior to identifying selection of
one or more categories of information for display, as
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described in greater detail below. For example, the naviga-
tional map 300 may be displayed with an initial aspect ratio
that corresponds to the physical dimensions of the viewing
area of the display device. Depending on the embodiment, the
orientation of the navigational map 300 may be north-up (i.e.,
moving upward on the map 300 corresponds to traveling
northward) as shown in FIG. 3, however, in alternative
embodiments, the orientation of the navigational map 300
may be track-up or heading-up (i.e., aligned such that the
aircraft 302 is always traveling in an upward direction and the
background 304 adjusted accordingly) as will be appreciated
in the art.

The center location of the navigational map 300 comprises
a reference location for the middle or geometric center of the
navigational map 300 which corresponds to a geographical
location on the ground. The aircraft 302 and/or terrain 304 are
positioned and/or rendered within the navigational map 300
with respect to the center location in a manner that accurately
reflects the real-world positioning of the aircraft 302 and/or
terrain 304 relative to the center location. As shown in FIG. 3,
in accordance with one or more embodiments, the map 300
may be initially centered on the aircraft 302 such that the
center location of the navigational map 300 corresponds to
the current location of the aircraft 302. In this regard, the
navigational map 300 may be updated or refreshed such that
remains centered on the aircraft 302 as the aircraft travels, as
will be appreciated in the art. In alternative embodiments, the
navigational map 300 may be centered on some other center
location.

The range setting for the navigational map 300 corresponds
to the field of view for the navigational map 300, that is, the
amount of geographical area (e.g., terrain 304) displayed in
the navigational map 300. In this regard, the range setting for
the navigational map 300 is inversely related to the scale of
the navigational map 300, that is, the ratio of a single unit of
distance on the map 300 to a corresponding distance on the
ground. As such, a higher range setting corresponds to a lower
scale (or a larger field of view) for the navigational map 300
while a lower range setting corresponds to a higher scale (or
a smaller field of view) for the navigational map 300. In an
exemplary embodiment, the information display process 200
indicates the range setting for the navigational map 300 by
displaying and/or rendering a range ring 306 on the naviga-
tional map 300. The range ring 306 comprises a circle that is
always displayed with a fixed dimension and/or size on the
navigational map 300 and indicates the range setting for the
navigational map 300. In accordance with one embodiment,
the range setting is equal to the real-world distance that cor-
responds to (or is equivalent to) the radius of the range ring
306 based on the scale ofthe navigational map 300. As shown
in FIG. 3, the range ring 306 indicates that the radius of the
circle comprising the range ring 306 corresponds to a distance
of ten nautical miles.

In an exemplary embodiment, the information display pro-
cess 200 continues by identifying selection of one or more
categories of information to be displayed on the navigational
map (task 204). Each category of information corresponds to
flight-related content and/or information that may be dis-
played on the navigational map 300. A user may utilize the
user interface 110 to indicate and/or select one or more cat-
egories of information that the user would like to view in the
navigational map 300 on the display device. In an exemplary
embodiment, a user graphically selects and/or indicates the
one or more categories of information for display by utilizing
the navigational map 300. For example, in the illustrated
embodiment of FIG. 3, the information display process 200
displays a menu bar 308 within the navigational map 300
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having one or more selectable segments. A user manipulate
the user interface 110 and indicate or select a selectable
segment 310 corresponding to a plurality of possible catego-
ries of information that may be displayed on the display
device. In response to the user indicating and/or selecting the
selectable segment 310, the information display process 200
may display a list 312 containing a plurality of categories of
information, such as, for example, instrument procedures
(e.g., “Procedures”), terminal airspace (e.g., “Term Air-
space”), special use airspace (e.g., “Special Use Airspace™),
air traffic (e.g., “Traffic”), weather (e.g., “Weather”), and the
like. A user manipulate the user interface 110 to indicate
and/or select one or more categories from the list 312, for
example, by positioning a cursor or pointer over the desired
category and clicking or otherwise selecting each desired
category (e.g., by selecting a checkbox associated with a
desired category). For example, in the illustrated embodi-
ment, the information display process 200 identifies selection
of a first category 314 corresponding to instrument proce-
dures in response to receiving user input indicative of selec-
tion of the first category 314 from the list 312. It should be
noted that any number of categories of information may be
identified and/or selected for display and the subject matter is
not limited to the number of categories of information
selected for display, as will be appreciated in the art and
described in greater detail below.

In an exemplary embodiment, in response to identifying
selection of a category of information for display, the infor-
mation display process 200 continues by identifying content
associated with the selected category to be displayed (task
206). The information display process 200 identifies and/or
determines a relevant subset of the total content associated
with the category for display on the navigational map. The
information display process 200 identifies the relevant set of
content based on one or more criteria, depending on the
selected category. For example, for some categories of infor-
mation, the information display process 200 may identify
and/or determine the relevant subset of content based on the
current status and/or current location of the aircraft. For
example, if the selected category of information corresponds
to air traffic, the information display process 200 may identify
and/or determine that only traffic within a threshold distance
(e.g., within five nautical miles) of the current location of the
aircraft should be displayed. In this regard, identified set of
content comprises content associated with the selected cat-
egory that is within the threshold distance of the aircraft. In a
similar manner, if the selected category of information cor-
responds to weather and/or special use airspace, the informa-
tion display process 200 may identify and/or determine that
only weather and/or special use airspaces within a threshold
distance of the current location of the aircraft should be dis-
played. If the selected category of information corresponds to
the terminal airspace, the information display process 200
may identify and/or determine the appropriate airport (e.g.,
based on the flight plan or the nearest airport) and identify
and/or determine the portion of the terminal airspace to be
displayed based on the current location of the aircraft. For
example, because the airspace between the current location of
the aircraft and the identified airport is most relevant, the
information display process 200 may identify the terminal
airspace content to be displayed as the portion of the terminal
airspace which is on the same side of the airport as the aircraft.

If the category selected pertains to instrument procedures,
the information display process 200 may determine the type
of instrument procedure (e.g., departure procedure, approach
procedure, terminal procedure) to be displayed based on the
current status of the aircraft. For example, if the aircraft is
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currently midair and near the end of the flight plan, the infor-
mation display process 200 may identify the instrument
approach procedure as the type of content to be displayed.
The information display process 200 may identify and/or
determine the appropriate airport as set forth above, and sub-
sequently identify and/or determine the appropriate approach
for the identified airport as the relevant subset of content
associated with the instrument procedure category. For
example, the appropriate approach may be the most com-
monly used approach, the most recently used approach, a
default approach for the airport, the most appropriate
approach based on the current heading and/or location of the
aircraft, a predetermined approach based on the flight plan
and/or user input, or another suitable approach.

In an exemplary embodiment, after identifying the relevant
content associated with the selected category (or categories)
to be displayed, the information display process 200 contin-
ues by automatically updating the display settings for the
navigational map based on the identified content, displaying
an updated navigational map with the updated display set-
tings, and displaying the identified content on the updated
navigational map (tasks 208, 210, 212). In an exemplary
embodiment, the information display process 200 determines
updated display settings (e.g., an updated range setting and/or
anupdated center location) based on the identified content by
performing a display configuration process, as described in
greater detail below in the context of FIG. 5. The identified
content is displayed on the navigational map based on the
updated display settings such that the identified content is
adequately displayed on the navigational map. The informa-
tion display process 200 automatically updates the display
settings and updates navigational map with in response to
identifying selection of the one or more categories of infor-
mation, such that the updated navigational map is displayed
instantaneously and seamlessly without any additional user
interaction after selecting the one or more categories of infor-
mation. For example, as shown by FIG. 4 with reference to
FIG. 3, in response to identifying selection of the instrument
approach procedure for airport 420, the information display
process 200 determines updated display settings for the navi-
gational map 400 based on the instrument approach proce-
dure information such that the approach course 416, the hold-
ing pattern 418, and the airport 420 may be entirely displayed
in the updated navigational map 400 without the user manu-
ally adjusting the range setting and/or center location of the
navigational map. In this manner, the information display
process 200 automatically updates the display settings such
that the viewing area on the display device automatically
transitions from the initial navigational map 300 to the
updated navigational map 400 instantaneously in response to
identifying selection of the first category 314 from the list
312.

Referring now to FIG. 5, in an exemplary embodiment, a
display system 100 and/or information display process 200
may be configured to perform a display configuration process
500 and additional tasks, functions, and operations described
below. The various tasks may be performed by software,
hardware, firmware, or any combination thereof. For illustra-
tive purposes, the following description may refer to elements
mentioned above in connection with FIG. 1. In practice, the
tasks, functions, and operations may be performed by differ-
ent elements of the described system, such as the display
device 102, the navigation system 104, the communications
system 106, the flight management system 108, the avionics
system 118, the user interface 110, the processing architec-
ture 112, the graphics module 114 and/or the database 116. It
should be appreciated that any number of additional or alter-
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native tasks may be included, and may be incorporated into a
more comprehensive procedure or process having additional
functionality not described in detail herein.

Referring again to FIG. 5, and with continued reference to
FIGS. 14, a display configuration process 500 may be per-
formed to calculate and/or determine an updated range and/or
an updated center location for a navigational map based on
the content to be displayed on the navigational map. The
display configuration process 500 begins by determining the
physical or terrestrial extent of the identified content to be
displayed (task 502). In an exemplary embodiment, the dis-
play configuration process 500 determines the longitudinal
and latitudinal extents for the identified content. In this
regard, the longitudinal extent comprises the minimum and
maximum longitudes among the longitudes corresponding to
the identified content, while the latitudinal extent comprises
the minimum and maximum latitudes among the latitudes
corresponding to the identified content. If a plurality of cat-
egories of information have been selected, or the information
display process 200 indentifies a plurality of sets of content
for display, the display configuration process 500 determines
the longitudinal and latitudinal extent across all of the iden-
tified content to be displayed on the navigational map. In this
manner, the total area defined by the determined longitudinal
and latitudinal extents encompasses or circumscribes the
entirety of the identified content. For example, if content for
a first category of information is within a first longitude and a
second longitude and content for a second category of infor-
mation is within a third longitude and a fourth longitude, the
display configuration process 500 determines the longitudi-
nal extent as the minimum and maximum longitudes of the
group comprising the first longitude, the second longitude,
the third longitude, and the fourth longitude. Similarly, if
content for the first category is within a first latitude and a
second latitude and content for the second category is within
a third latitude and a fourth latitude, the display configuration
process 500 determines the latitudinal extent as the minimum
and maximum latitudes of the group comprising the first
latitude, the second latitude, the third latitude, and the fourth
latitude. In accordance with one or more embodiments, the
display configuration process 500 determines the latitudinal
and longitudinal extents in a manner that ensures that the
current location of the aircraft is within the corresponding
real-world region defined by the latitudinal and longitudinal
extents.

In an exemplary embodiment, the display configuration
process 500 continues by determining a display area having
dimensions based on the longitudinal and latitudinal extent of
the identified content (task 504). In this manner, the display
area is based on the physical extent of the identified content,
such that the display area circumscribes and/or encompasses
the identified content. For example, in accordance with one
embodiment, for a two-dimensional navigational map dis-
play, the display area corresponds to a rectangle having hori-
zontal dimensions corresponding to the distance between
longitudinal extents of the identified content and vertical
dimensions corresponding to the distance between latitudinal
extents of the identified content. In other embodiments, the
display area may be realized with an elliptical shape or
another suitable geometric shape. In some embodiments, the
display configuration process 500 may adjust the display area
to provide a border region and/or buffer around the perimeter
of the display area, such that the identified content does not
abut the edges of the navigational map when displayed or to
accommodate other information and/or graphics that will be
displayed in the navigational map.
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In an exemplary embodiment, the display configuration
process 500 continues by adjusting the display area based on
the initial display settings for the navigational map (task 506).
In this regard, if the navigational map is initially configured
having a track-up orientation, the display configuration pro-
cess 500 adjusts and/or rotates the display area such that the
orientation and/or alignment of the display area accurately
reflects the current heading of the aircraft. For example, if the
display area comprises a rectangle with horizontal dimen-
sions corresponding to longitude and vertical dimensions
corresponding to latitude, the display area may be rotated
based on the aircraft heading relative to true north. For
example, if the aircraft heading (or bearing) is forty-five
degrees (e.g., northeast), the display area may be rotated by
forty-five degrees in the clockwise direction. Conversely, if
the navigational map is configured for a north-up orientation,
the orientation and/or alignment display area need not be
adjusted for this example. In addition, the display configura-
tion process 500 adjusts the dimensions of the display area
based on the aspect ratio for the navigational map, such that
the aspect ratio of the display area is equal to the initial aspect
ratio for the navigational map. For example, ifthe aspect ratio
of'the display area is not equal to the initial aspect ratio for the
navigational map, the display configuration process 500
increases and/or adjusts the constraining dimensions of the
display area such that the aspect ratio of the display area is
equal to the initial aspect ratio.

In an exemplary embodiment, the display configuration
process 500 continues by determining whether the naviga-
tional map should be centered on the aircraft (task 508). In
this regard, the navigational map may be configured to main-
tain centering on the aircraft or the user may select or indicate
that the navigational map should be centered on the aircraft.
In response to determining that the navigational map should
be centered on the aircraft, the display configuration process
500 adjusts the dimensions of the display area based on the
current location of the aircraft (task 510). The display con-
figuration process 500 increases the constraining dimension
(s) of the display area such that the center location of the
display area (e.g., the geometric center of the shape defined
by the display area) corresponds to the current location of the
aircraft. For example, if the display area comprises a rect-
angle, the display configuration process 500 increases the
horizontal dimension and/or vertical dimension of the display
area such that the midpoint of the horizontal dimension is
equal to the current longitude of the aircraft and the midpoint
of'the vertical dimension is equal to the current latitude of the
aircraft.

The display configuration process 500 continues by deter-
mining the updated display settings for the navigational map
based on the display area. In an exemplary embodiment, the
display configuration process 500 determines and/or identi-
fies an updated center location for the navigational map based
on the display area by determining and/or identifying the
geographical location corresponding to the geometric center
and/or middle of the display area (task 512). For example, if
the display area comprises a rectangle having a horizontal
dimension corresponding to longitude and a vertical dimen-
sion corresponding to latitude, the updated center location
comprises the longitude corresponding to the midpoint of the
horizontal dimension and the latitude corresponding to the
midpoint of the vertical dimension. If the rectangular display
area is defined by a latitude minimum, a latitude maximum, a
longitude minimum, and a longitude maximum, the updated
center location comprises the midpoint of the latitude mini-
mum and latitude maximum and the midpoint of the longi-
tude minimum and longitude maximum. It should be noted
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that in the case where the display area has been adjusted for
centering on the aircraft (tasks 508, 510), the updated center
location will be equal to the current location of the aircraft.

In an exemplary embodiment, the display configuration
process 500 continues by determining an updated range set-
ting for the navigational map based on the display area (task
514). In this regard, the updated range setting corresponds to
the range setting that would result if the entire region corre-
sponding to the display area were displayed and/or rendered
on the display device. For example, the display configuration
process 500 may determine an updated scale (e.g., a ratio ofa
unit of distance on the navigational map to a corresponding
real-world distance) necessary to display and/or render a
graphical representation of the real-world terrain correspond-
ing to the display area in the viewing area on the display
device. The updated range setting may then be calculated
and/or determined based on the updated scale and the fixed
on-screen dimension for the range ring. In this manner, if the
display area is greater than the initial display area used for the
navigational map, the updated range setting will be greater
than the initial range setting. In other words, the navigational
map displayed with the updated range setting will appear as
being zoomed-out relative to the initial navigational map.
Conversely, if the display area is less than the initial display
area used for the navigational map, the updated range setting
will be less than the initial range setting, such that the navi-
gational map displayed with the updated range setting will
appear as being zoomed-in relative to the initial navigational
map.

In an exemplary embodiment, after determining the
updated range setting for the navigational map, the display
configuration process 500 compares the updated range setting
to a threshold range setting (task 516). The threshold range
corresponds to a predetermined maximum range setting for
the navigational map which ensures that text associated with
the content and/or information to be displayed on the naviga-
tional map will be rendered with a size and/or placement that
is distinguishable and legible to the user. In accordance with
one or more embodiments, if the display configuration pro-
cess 500 determines that the updated range setting is greater
than the maximum range setting, the display configuration
process 500 sets the updated range setting as being equal to
the maximum range setting (task 518). It should be noted that
in such an embodiment, this may result in some of the iden-
tified content being clipped or otherwise outside the view of
the updated navigational map. However, the maximum range
setting is preferably chosen ensure that the portion of the
content and/or information displayed on the navigational map
can be intelligibly analyzed and/or interpreted.

Referring to FIG. 4, with continued reference to FIGS. 1-3
and FIG. 5, in an exemplary embodiment, the information
display process 200 and the display configuration process 500
are utilized to update the viewing area on the display device
from the presenting first navigational map 300 to the updated
navigational map 400. As shown, the information display
process 200 may identify selection of the information cat-
egory 314 pertaining to instrument procedures, and identify
the instrument approach procedure for the airport 420 as the
subset of the instrument procedure content to be displayed
(tasks 204, 206). After identifying instrument approach pro-
cedure, the information display process 200 and/or display
configuration process 500 determines the updated display
settings for the navigational map 400 by determining the
latitudinal and longitudinal extents of the instrument
approach procedure, resulting in a display area that circum-
scribes the approach course 416, the holding pattern 418, the
airport 420, and the relevant navigational reference points
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(tasks 208,502, 504). As shown, the updated display area may
be adjusted to provide a bufter and/or border region between
the instrument approach procedure content and the edges of
the navigational map 400 (e.g., between airport 420 the bor-
der of the map 400). The display area may also be adjusted to
accommodate additional graphics that may be displayed
proximate the border of the navigational map 400, such as, for
example, a graphical representation of minimum sector alti-
tudes 422 or other display elements. The display area is
adjusted for the same aspect ratio as the initially displayed
navigational map 300 (task 506).

As shown in FIG. 4, when the navigational map 400 is not
configured to maintain centering on the aircraft 402, and the
display configuration process 500 determines an updated cen-
ter location based on the display area (tasks 508, 512). The
display configuration process 500 determines an updated
range setting for the navigational map 400 based on the dis-
play area which is indicated by the range ring 406 (task 514).
In the illustrated embodiment, the updated range setting is
equal to the initial range setting of the navigational map 300.
The information display process 200 continues by automati-
cally updating the navigational map 400 based on the updated
display settings by displaying and/or rendering a graphical
representation of terrain 404 corresponding to the updated
center location and updated range setting (task 210). The
information display process 200 displays the identified con-
tent, that is, the instrument approach procedure information
(e.g., the approach course 416, holding pattern 418, and air-
port 420), in the updated navigational map 400 (task 212).
The identified content is positioned with respect to updated
center location such that the identified content is displayed
overlying the terrain 404 in a manner that accurately reflects
the real-world positioning of the instrument approach proce-
dure information with respect to the ground.

FIG. 6 depicts an embodiment of an updated navigational
map 600 which is configured to maintain centering on the
aircraft 602. In this embodiment, the display configuration
process 500 identifies selection of the aircraft center segment
611, and in response adjusts the dimensions of the display
area such that the current location of the aircraft 602 corre-
sponds to the geometric center of the display area (tasks 508,
510). The display configuration process 500 determines an
updated center location based on the display area is equal to
the current location of the aircraft 602 (task 512). The display
configuration process 500 determines an updated range set-
ting for the navigational map 600 based on the display area
which is indicated by the range ring 606. In the illustrated
embodiment, the updated range setting is equal to fifteen
nautical miles, which is greater than range setting of the initial
navigational map 300. The information display process 200
continues by automatically updating the navigational map
600 based on the updated display settings by displaying and/
or rendering the terrain background 604 to corresponding to
the updated center location and the updated range setting
(task 210). The information display process 200 displays the
instrument approach procedure information (e.g., the
approach course 616, holding pattern 618, and airport 620) in
the updated navigational map 600 and positioned with respect
to updated center location such that the instrument approach
procedure information is displayed with respect to the terrain
604 in a manner that accurately reflects the geographic posi-
tioning of the instrument approach procedure information
with respect to the ground (task 212).

FIG. 7 depicts an embodiment of an updated navigational
map 700 in response to identifying selection of two categories
of information. In this embodiment, the information display
process 200 identifies selection of the information category
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314 pertaining to instrument procedures and identifies selec-
tion of the information category 316 pertaining to the terminal
airspace. The information display process 200 and/or display
configuration process 500 determines the updated display
settings for the navigational map 700 by determining the
latitudinal and longitudinal extents of the instrument
approach procedure for the airport 720 and the terminal air-
space 724 for the airport 720, resulting in a display area that
encompasses and/or circumscribes the approach course 716,
the holding pattern 718, the airport 720, and the terminal
airspace 724. The display configuration process 500 deter-
mines an updated center location and an updated range setting
based on the display area. The information display process
200 automatically updates the navigational map 700 based on
the updated display settings by displaying and/or rendering a
graphical representation of terrain 704 corresponding to the
updated center location and updated range setting. The infor-
mation display process 200 displays the identified content,
that is, the instrument approach procedure information (e.g.,
the approach course 716, holding pattern 718, and airport
720) and the terminal airspace 724 in the updated naviga-
tional map 700 (task 212). The identified content is positioned
with respect to updated center location such that the identified
content is displayed with respect to the terrain 704 and the
aircraft 702 in a manner that accurately reflects the real-world
positioning of the instrument approach procedure informa-
tion with respect to the ground.

One advantage of the systems and/or methods described
above is that the display settings are automatically adjusted
and updated in response to a user selecting content for dis-
play, resulting in the relevant selected content being instan-
taneously displayed on the navigational map with appropriate
display settings. The selected content is displayed in the navi-
gational map with the appropriate range setting and center
location, such that a user can quickly and intuitively view and
analyze the selected content and ascertain the relative real-
world positioning of the aircraft with respect to the selected
content, e.g., the approach course, the airport, the terminal
airspace, neighboring air traffic, weather conditions, and the
like. The user’s focus is not diverted by the need to manually
adjust the display settings of the navigational map in order to
view the selected content. The overall workload on the user is
reduced, allowing the user to maintain situational awareness
and focus on more significant tasks, such as, for example,
operating the aircraft, coordinating and/or communicating
with air traffic control, and the like.

While at least one exemplary embodiment has been pre-
sented in the foregoing detailed description, it should be
appreciated that a vast number of variations exist. It should
also be appreciated that the exemplary embodiment or exem-
plary embodiments are only examples, and are not intended to
limit the scope, applicability, or configuration of the subject
matter in any way. Rather, the foregoing detailed description
will provide those skilled in the art with a convenient road
map for implementing an exemplary embodiment of the sub-
ject matter. It being understood that various changes may be
made in the function and arrangement of elements described
in an exemplary embodiment without departing from the
scope of the subject matter as set forth in the appended claims.

What is claimed is:

1. A method for presenting information on a display device
associated with an aircraft, the method comprising:

obtaining, by a navigation system onboard the aircraft, a

current location of the aircraft;

displaying a navigational map in a viewing area on the

display device, the navigational map having initial dis-
play settings including an initial center location, the
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navigational map including a graphical representation of
terrain and a graphical representation of the aircraft
positioned with respect to the initial center location to
reflect the positioning of the terrain and the current loca-
tion of the aircraft relative to the initial center location;
displaying a menu bar within the navigational map, the
menu bar having a plurality of selectable segments;

in response to selection of a selectable segment of the

plurality of selectable segments, displaying a list con-
taining a plurality of categories of information, the plu-
rality of categories including a category corresponding
to procedures for aircraft actions that may be undertaken
by the aircraft;

identifying selection of the category from the list; and

in response to identifying the selection of the category:

identifying a relevant subset of content associated with
the category, resulting in a first set of content com-
prising procedure information associated with an air-
craft action that may be undertaken by the aircraft;
and
automatically updating display settings for the naviga-
tional map in response to identifying selection of the
procedure information by:
determining physical extents of the first set of content
and the current location of the aircraft, a current
location of the aircraft being within a region
defined by the physical extents;
determining a display area circumscribing the first set
of content and the current location of the aircraft
based on the physical extents;
determining updated display settings based on the
display area, wherein determining the updated dis-
play settings comprises determining an updated
center location for the navigational map based on
the display area, wherein the updated center loca-
tion corresponds to the center of the display area
and is different from the initial center location; and
displaying the navigational map based on the updated
display settings, resulting in an updated naviga-
tional map including the graphical representation
of terrain and the graphical representation of the
aircraft positioned with respect to the updated cen-
ter location to reflect the positioning of the terrain
and the current location of the aircraft relative to the
updated center location; and
displaying the first set of content on the updated naviga-
tional map based on the updated display settings.

2. The method of claim 1, wherein determining the updated
display settings comprises:

determining an updated range setting for the navigational

map based on the display area; and

when the updated range setting is greater than a threshold

range setting, setting the updated range setting to the
threshold range setting.

3. The method of claim 2, wherein the threshold range
setting comprises a maximum range setting.

4. The method of claim 1, wherein the procedure informa-
tion comprises an instrument procedure information, a stan-
dard terminal arrival route, an instrument departure proce-
dure, a standard instrument departure route, or an obstacle
departure procedure.

5. The method of claim 1, wherein the procedure informa-
tion comprises a set of operating parameters or instructions
for the aircraft action.
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6. The method of claim 1, wherein identifying content
associated with the procedure information comprises identi-
fying a type of instrument procedure to be displayed based on
a current status of the aircraft.

7. The method of claim 6, wherein identifying the type of
instrument procedure comprises identifying an approach pro-
cedure if the aircraft is near an end of a flight plan for the
aircraft.

8. The method of claim 1, further comprising:

identifying selection of a second category of information

from the list;

identifying content associated with the second category,

resulting in a second set of content, wherein:

determining the physical extents comprises determining
the physical extents of the first set of content, the
second set of content, and the current location of the
aircraft; and

determining the display area comprises determining the
display area based on physical extents to circumscribe
the first set of content and the second set of content;
and

displaying the second set of content on the updated navi-

gational map.

9. The method of claim 1, the initial display settings com-
prising an initial aspect ratio, wherein determining the display
area comprises increasing a constraining dimension of the
display area to an aspect ratio equal to the initial aspect ratio.

10. The method of claim 1, wherein determining the
updated display settings comprises rotating the display area
based on a current heading of the aircraft, resulting in an
orientation of the display area that reflects the current heading
of the aircraft.

11. The method of claim 10, wherein:

the graphical representation of the aircraft is aligned to

travel in an upward direction relative to the graphical
representation of terrain.

12. The method of claim 1, wherein identitying the relevant
subset of content comprises determining a type of instrument
procedure to be displayed based on a current status of the
aircraft.

13. The method of claim 12, further comprising identifying
an airport based on a flight plan for the aircraft or the current
location of the aircraft, wherein the relevant subset of content
comprises content associated with the type of instrument
procedure for the airport.

14. The method of claim 1, wherein the first set of content
is positioned on the updated navigational map with respect to
the updated center location and the current location of the
aircraft to reflect the real-world positioning of the procedure
information.

15. A method for presenting information on a display
device associated with an aircraft, the method comprising:

obtaining, by a navigation system onboard the aircraft, a

current location of the aircraft;

displaying a navigational map on the display device, the

navigational map having an initial range setting and an
initial center location, the navigational map including a
graphical representation of terrain and a graphical rep-
resentation of the aircraft positioned with respect to the
initial center location to reflect the positioning of the
terrain and the current location of the aircraft relative to
the initial center location;

displaying a menu bar within the navigational map, the

menu bar having a plurality of selectable segments;

in response to selection of a selectable segment of the

plurality of selectable segments displaying a list con-
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taining a plurality of categories of information, the plu-
rality of categories including a first category of flight-
related information;

identifying selection of the first category of flight-related
information from the list;

identifying a relevant subset of content associated with the
first category of flight-related information resulting in
first identified content;

determining a display area that encompasses the first iden-
tified content based on physical extents of the first iden-
tified content and the current location of the aircraft, the
current location of the aircraft being within a region
defined by the display area;

determining an updated range setting and an updated cen-
ter location for the navigational map based on the dis-
play area, wherein the updated center location corre-
sponds to the center of the display area and is different
from the initial center location;

displaying the navigational map with the updated range
setting and the updated center location, wherein the
navigational map is displayed with the updated range
setting and the updated center location automatically in
response to identifying selection of the first category of
flight-related information, and the navigational map
includes the graphical representation of terrain and the
graphical representation of the aircraft positioned with
respect to the updated center location to reflect the posi-
tioning of the terrain and the current location of the
aircraft relative to the updated center location; and

rendering the first identified content associated with the
first category of flight-related information on the navi-
gational map.

16. The method of claim 15, wherein the first category of
flight-related information comprises instrument procedures,
weather, air traffic, or airspace restrictions.

17. The method of claim 15, further comprising:

identifying selection of a second category of flight-related
information from the list;

identifying a second relevant subset of content associated
with the second category of flight-related information
resulting in second identified content, wherein deter-
mining the display area comprises:
determining the display area that encompasses the first

identified content and the second identified content;
and

rendering the second identified content on the navigational
map.

18. A display system onboard an aircraft, the display sys-

tem comprising:

a navigation system to obtain a current location of the
aircraft;

a display device configured to display a navigational map
in a viewing area with initial display settings, the navi-
gational map including a menu bar having a plurality of
selectable segments, the navigational map having an
initial center location, the navigational map including a
graphical representation of terrain and a graphical rep-
resentation of the aircraft positioned with respect to the
initial center location to reflect the positioning of the
terrain and the current location of the aircraft relative to
the initial center location;

a user interface configured to receive a first user input
indicative of selection of a selectable segment of the
plurality of segments and a second user input indicative
of selection of a first category of information; and
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a processing architecture coupled to the user interface and
the display device, wherein the processing architecture
is configured to:
display a list containing a plurality of categories of infor-

mation in response to the first user input correspond-
ing to the selection of the selectable segment of the
plurality of selectable segments, the plurality of cat-
egories including a first category for procedure infor-
mation associated with an aircraft action;
identify selection of the first category in response to the
second user input; and
in response to identifying selection of the first category:
identify a relevant subset of content associated with
the procedure information resulting in identified
content;
determine a display area circumscribing the identified
content based on physical extents of the identified
content and the current location of the aircratft;
automatically update display settings for the naviga-
tional map based on the display area resulting in
updated display settings, the updated display set-
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tings including an updated center location deter-
mined based on the displayed area, wherein the
updated center location is different from the initial
center location;

display the navigational map based on the updated
display settings, resulting in an updated naviga-
tional map including the graphical representation
of terrain and the graphical representation of the
aircraft positioned with respect to the updated cen-
ter location to reflect the positioning of the terrain
and the current location of the aircraft relative to the
updated center location; and

display the identified content on the updated naviga-
tional map.

19. The display system of claim 18, wherein the identified
content is positioned on the updated navigational map with
respect to the updated center location and the current location
of the aircraft to reflect the real-world positioning of the
relevant subset of content associated with the procedure
information.



